
Pertinent Data – SAM RAYBURN DAM AND RESERVOIR 
(See Exhibit A for Supplementary Data) 

 
 
LOCATION:  In Jasper County, R.M. 25.2 on Angelina 
River, Neches River Basin, 10 miles northwest of 
Jasper, Texas 
 
DRAINAGE AREA: 
3,449 square miles 
One inch of runoff  183,947 acre-feet 
 
DAM: 
Type:    Rolled earth fill 
Length:   19,430 feet 
    (including spillway and dikes) 
Maximum Height:  120 feet 
Top Width:   42 feet 
    Dikes:   10 feet 
 
SPILLWAY: 
Crest Elev:   176.0 feet NGVD 
Length:   640 feet net opening 
Type:    Labyrinth, 16 cycles 
Control:   None

INFLOW: 
Spillway design flood peak, cfs 395,600 
Spillway design flood volume, ac-ft 3,784,700 
Spillway design flood runoff, inches 20.57 
 
OUTFLOW: 
Total routed peak outflow, cfs 147,400 
Spillway, cfs 125,300 
Outlet works, cfs 22,100 
 
OUTFLOW WORKS: 
Type: 2 gate-controlled conduits 
Dimension: 10’x20’ into 180 foot conduit 
Invert Elev: 105.0 feet NGVD 
Control: 2-10’x20’ tractor type gates  
 plus 1 emergency tractor type gate 
 
POWER FEATURES:   
Units:    2-26,000 KW 
Installed Capacity:  52,000 KW 
Dependable Capacity:  49,000 KW

________________________________________________________________________________________________________________ 
                            :         :  Reser-  :       Reservoir Capacity        :            : 
                            :  Elev   :  voir    :  Accumu-  :          :  Incre-  :  Spillway  :  Outlet Works 
                            :  Feet   :  Area    :  lative   :  Runoff  :  mental  :  Capacity  :   Capacity 
Feature                     : (NGVD)  : (acres)  :  (ac-ft)  : (inches) :  (ac-ft) :    (cfs)   :     (cfs)  
Top of Dam 190.0  
Max Design Water Surface 183.0 180,000 5,610,000 30.50 125,300 22,100 
Spillway Crest 176.0 153,800 4,442,400 24.15 0 
Top of Flood Control Pool 173.0 142,700 3,997,600 21.73 1,099,100 
Top of Power Pool 164.4 114,500 2,898,500 15.56 1,446,500 
Top of Power Head and  
  Sediment Reserve 149.0 74,040 1,452,000 7.89 1,452,000 
  Total Storage     3,997,600 
Maximum Tailwater 121.5 
Streambed 70.0         
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